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SuperSquare-
Laser

90° Linien-Laser
Einfachstes Ausrichten im rechten Winkel, 
Vertikales Nivellieren mit 2 Libellen

90° Line Laser 
Simplest alignment in right angle, 
vertical levelling with 2 spirit levels

90° lijnlaser
Eenvoudig uitlijnen in een rechte hoek, 
verticaal nivelleren met 2 libellen

90° Linjelaser
Enkel afsætning i en ret vinkel, 
Lodret nivellering med to libeller

Laser à lignes de 90°
Alignement ultrafacile à angle droit, 
Nivellement vertical avec 2 bulles

Láser de líneas de 90°
Alineación sencilla en escuadra vertical,
Nivelar verticalmente con 2 burbujas

Laser con linee a 90°
Semplice orientamento ad angolo retto,  
Livellamento verticale con 2 livelle

Laser liniowy 90°
atwe ustawianie pod k tem prostym, 

Pionowa niwelacja za pomoc  2 libelek

90° Linjalaser
Helppo kohdistus suorassa kulmassa, 
Pystysuora linjaus 2:lla libellillä
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Laser de linha a 90°
Alinhamento muito simples em ângulo recto, 
Nivelação vertical com 2 níveis de bolha

90° linje-laser
Enkel inriktning av en rät vinkel, 
Vertikal avvägning med 2 libeller

90° Linje-laser
Enklest mulig innretting i rett vinkel, 
vertikal nivellering med 2 libeller

90° Çizgi lazer 
Dik aç yla kolayca hizalama, 
ki tesviye ruhu ile dü ey tesviye

Лазер для линий под углом 90°
Простейшая установка под прямым углом, 
Вертикальное нивелирование с помощь 2 
уровней 
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–  The 2 highly visible laser lines are ideally 
suited to floor alignment.

– Illuminated vials for vertical levelling on walls.

–  With robust 90° metal lay edge for easy 
alignment of first floor tile.

– Built-in levelling feet

– 1/4”tripod connection

90° line laser – ideal for laying fl oor tiles.

Vials for wall 
applications

With robust 90° metal lay edge and 
built-in levelling feet

TECHNICAL DATA
ANGLE PRECISION
of laser lines: ± 0,05°

ACCURACY of vertical laser lines: 
± 0,5 mm / 1 m

OPERATING RANGE (depending on 
brightness of area) 20 m

WORKING TEMPERATURE 0°C ... + 50°C

STORAGE TEMPERATURE -10°C ... + 70°C

LASER WAVELENGTH 635 nm

LASER 
line lasers, class 2, < 1 mW

POWER SUPPLY / OPERATING TIME 
2 x 1,5V AA / 24 h

WEIGHT 0.4 kg

 ARTICLE ARTICLE NO EAN-CODE PU

 SuperSquare-Laser  081.130A 4 021563 662760 5

SuperSquare-Laser 
including carrying case
+ laser enhancement glasses
+ batteries

Packing dimension 
(W x H x D)
330 x 210 x 70 mm


